800 SERI

€ TRuSS

(SEE APPROPRIATE

SEE POLE & CHORD
CONNECTION DETAIL

i

q:

4*

ES STANDARD)

TOWER
"BRAC ING

12°-0"
127
MAX.

i
I_
I
i
i
i
i
i
i
i
i
i
i
|

BRACING

AS REQUIRED
¢

45'ZE iig
(#5°)

AR
Is——

I.; D '
OPTIONAL HORIZONTAL—/|~—— |

| < TOWER
s POLE
?

N

|
_I_
)y
|
I
|
|
|
I
7
I
|
|
|

¢

SECTION A-A

SHIM PLATE
IF REQUIRED

TWO (2)-54"
DIA. U-BOLTS

1,4

WT 6x13 (CUT WEB
AS NECESSARY)

=

REMOVABLE CAPS

WO (2)-5" DIA. U-BOLTS—|
WITH TWO FLAT WASHERS &
HEX LOCK NUTS

TWO (2)-5g" DIA. —|

U-BOLTS W/TWO FLAT
WASHERS. HEX LOCK
NUTS & ONE SADDLE
BLOCK EACH BOLT.

1” INTERNALLY
THREADED NIPPLE ON
SPAN SIDE OF TRUSS

TOWER POLE
D = 6'-3" MIN.

€ TOWER POLE

_/

[ 4°-0" | VARIES
| | .. o
! SEE DETAIL ‘A’ ¥
I INTERIOR .
| DIAGONAL \(I
i |
| _L—enp S
|+ oraconaL J
| -
— SEE DETAIL ‘B’
3
Q|
]
N
\IT 8x18
TRUSS SEAT
le— TOWER
POLE

(REFER TO APPROPRIATE 800 SERIES STANDARD)

™

DETAIL A

POLE & CHORD CONNECTION DETAIL

35" THICK
GUSSET PLATE

STEEL SADDLE
BLOCK (TYP.)

AN

TRUSS SEAT

|
| |
e
|
WT 8x18 log

DETAIL B

(VERTICAL AND HORIZONTAL TRUSS
MEMBERS NOT SHOWN FOR CLARITY.)

SPECIFICATION | CATEGORY CODE ITEMS
803
APPROVED = %

Maryland Department of Transportation
STATE HIGHWAY ADMINISTRATION

STANDARDS FOR HIGHWAYS AND

INCIDENTAL STRUCTURES

DIRECTOR - OFFICE OF TRAFFIC AND SAFETY
ROV < S| Ao+ e OVERHEAD SPAN SIGN STRUCTURES
, TR T T P R T T POLE AND CHORD CONNECTION DETAIL
StateHighwey e VS STANDARD NO. MD 803.08-13




